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1- Safety Instructions 



• Do not use a damaged or loose plug. 

• Do not pull the plug out by the wire 
nor touch the plug with wet hands. 

• Use only a properly grounded plug and recepticle. 

• Do not excessively bend the plug and wire nor 
place heavy objects upon them, which could 
cause damage. 

• Disconnect the plug from the outlet during storms 
or lightening or if it is not used for a long period 
of time. 

• Do not connect too many extension cords or 
plugs to an outlet. 

• Do not cover the vents on the monitor cabinet. 

• Put your monitor in a location with low 
humidity and a minimum of dust. 

• Do not drop the monitor when moving it. 

• Place the monitor on a flat and stable surface. 

• Set down the monitor carefully. 

• Do not place the monitor face down 
on the screen. 

• Do not use the monitor without the monitor stand. 

• Do not spray detergent directly on the monitor. 

• Use the recommended detergent with 
a smooth cloth. 



• If the connector between the plug and the pin is 
dusty or dirty, clean it properly with a dry cloth. 

• Do not set a glass of water, chemicals or 
any small metal objects on the monitor. 

• Do not remove cover(or back). 
No user serviceable parts inside. 

• If your monitor does not operate normally - in 
particular, if there are any unusual sounds or 
smells coming from it - unplug it immediately and 
contact an authorized dealer or service center. 

• Do not place any heavy objects on the monitor. 

• For each hour of looking at the monitor, 
you should let your eyes rest for 5 minutes. 

• Do not use or store inflammable substances 
near the monitor. 

• Do not try to move the monitor by 
pulling on the wire or the signal cable. 

• Do not move the monitor right or left by pulling 
only the wire or the signal cable. 

• Never insert anything metallic into the 
monitor openings. 

• Keep the monitor away from any magnetic 
substances. 
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Product Features and Caution I 




Read Me Before Installation " 




Due to the technological limitation in the manufacturing process, 

the pixel in the LCD panel of this product may look brighter or darker than 

normal by 1 PPM.This does not affect the performance of the product. 

- For your information, the pixel of TFT-LCD applied to SyncMaster products is 
as follows. 

15" : 2,359,296 17" : 3,932,160 

18" : 3,932,160 21" : 5,760,000 24" : 6,912,000 



When you clean the monitor and the panel outside, please apply the 
recommended small amount of cleaner by using soft and dry cloth 
and polish it. 

-Let LCD area not to be forced but to be scrubbed out softly. 
If excessive force is applied, you can have a stain on it. 



If you are not satisfied with the quality of picture, you can get better 
quality of picture by executing "auto adjustment function" in display 
screen that is appeared as window termination button is pressed. 

-If there's still noise after automatic adjustment, use FINE/COARSE 
adjustment function. 
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3. Connecting Your Monitor 




•Adapter for Macintosh 
(Not included) 

1 ) Connect the power cord for your monitor to the power port on the back of the monitor. 
Plug the power cord for the monitor into a nearby outlet. 

2) Connect the end of the signal cable to your computer's video port 
(video board, video card or graphics card). 

3) If you are using a Macintosh computer, connect the cable to a Macintosh adapter, 
and set the pins on your adapter(Adapter not included). 

A PC-compatible computer does not need an adapter. 

4) Turn on your computer and monitor. 

If your monitor displays an image, installation is complete. 
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4. Turn on the computer and check your monitor 

1) Turn on your monitor and then turn on your computer. 

2) See if Windows screen appears. 

3) Check if the video adapter driver is installed. 

- If the video adapter driver is not installed, contact the computer shop 
or the video card manufacturer immediately. 



How to Check 



Start * Settings * Control Panel * Display * Settings * Advanced * Adapter 
• If you see a message like "Unknown" or "Standard Display Adapter" in the 
adapter section, this means there is no adapter installed. 

5. CD User Guide 



1) If you finish the previous steps up to '4. Turn on the computer and check your monitor', 

2) Insert the CD provided with the monitor into the CD-ROM Driver. 
Please wait, as the CD will be executed automatically. 

3) If the CD does not run automatically,find the directory (D:/,E:/,etc.) 
that has the CD driver and then double-click D:/Monsetup.exe. 

4) When you see the initial screen of the CD, select "Monitor installer for Windows". 

-.Windows ME/98/95 Driver 

Installation of the monitor driver for Windows ME/98/95 user. 

-.Windows XP/2000 Driver 

Installation of the monitor driver for Windows XP/2000 user. 

5) User Guide (HTML) 



This guide contains usual tips for installing and using the monitor. 

Read this guide when you have problems before or while using the monitor. 

•Keep the CD properly as you may need it when moving to another house or reinstalling the monitor. 
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I Color Software User Guide 



1) Monitor Adjustment 

A. Display Optimization 

Set up user environments and initialize display state. 

B. Color Adjustment 

Configure or reset Monitor color profile. (ex. :Samsung.icm) 

C. Color Preference 

Adjust and apply Monitor color to your preference and save these changes to a 
Monitor color profile. 

2) Printer Adjustment 

A. Test Print 

Test sample image for printer output. 

B. Color Adjustment 

Adjust brightness and colors for color matching between screen sample image 
and printed sample image then generate and/or save a printer color profile. 
(ex.:Secprn.icm) 

C. Image Printing 

Print out via Natural Color (What You See Is What You Get Color) using your 
individual printer color profile. 

a. Select an image that you want to color match and/or print. 

b. Choose print with profile or print without profile. 

If you select with profile,be sure to choose a previously created printer profile first. 
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3) What You See Is What You Get Color Procedures 

A. Set up user environments and initialize display state through Display 
Optimization of Monitor Adjustment. 

B. Configure or reset Monitor color profile through Color Adjustment of Monitor 
Adjustment. 

C. Adjust and apply Monitor color to your preference and save these changes to a 
Monitor color profile through color preference of Monitor Adjustment. 

D. Test sample image for printer output thru Test Print of Printer Adjustment. 

E. Adjust brightness and colors for color matching between screen sample image 
and printed sample image then save these changes to a printer color profile 
through Color Adjustment of Printer Adjustment.(ex.:Secprn.icm) 

* You can adjust brightness and colors through Brightness Adjustment and Color 
Adjustments, G, B, C, M, Y). 

F. Print out via Natural Color(What You See Is What You Get Color) using your 
individual printer color profile. 

* If the printed image color is not matched with that of the screen image, readjust 
colors and brightness through Color Adjustment of Printer Adjustment. 
(ex.:Secprn.icm) 

For more detail info.please refer to Help(F1). 
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ition Setting 



Adjust computer resolution and screen injection rate (refresh rate) in control 
panel of computer as described below to enjoy the best quality of picture. 
You can have an uneven quality of picture in the screen if the best quality of 
picture is not provided in TFT-LCD. 

• 15-inch > Resolution: 1024 x 768 , Vertical frequency (refresh rate): 60 Hz 

• 17-inch > Resolution: 1280 x 1024 , Vertical frequency (refresh rate): 60 Hz 

• 18-inch > Resolution: 1280 x 1024 , Vertical frequency (refresh rate): 60 Hz 

• 21 -inch > Resolution: 1 600 x 1 200 , Vertical frequency (refresh rate): 60 Hz 

• 24-inch > Resolution: 1920 x 1200 , Vertical frequency (refresh rate): 60 Hz 
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